Electrical Power Generation & Start Solutions for the Falcon 5X Program

03/02/2015

Auteurs: François Biais, Francis Delhasse, Pascal Thalin
Publication: MEA 2015 More Electric Aircraft
OAI: oai:www.see.asso.fr:10638:19000
DOI:

Télécharger
Le téléchargement implique l’acceptation de nos conditions d’utilisation

MEA 2015 More Electric Aircraft

Abstract

Collection

Télécharger
Le téléchargement implique l’acceptation de nos conditions d’utilisation
eREE. Les présentes conditions précisent les conditions de diffusion et d’utilisation de ces documents et des informations qu’ils contiennent. L’accès à ces documents, qu’il se fasse de façon gratuite ou dans le cadre d’abonnements ou d’achats faits à titre onéreux, implique l’acceptation sans restriction de ces dispositions.

Droits de propriété et de diffusion des contenus téléchargés sur le portail des publications

Les contenus rendus accessibles sur le portail des publications sont, en règle générale, protégés par le droit d’auteur. En tant que producteur, et le cas échéant d’auteur, des informations rassemblées dans les contenus accessibles par ce portail, SEE se réserve l’exclusivité des droits de copie et de diffusion de tout ou partie de ces contenus.

Les contenus sont rendus accessibles à titre individuel, pour les besoins de la personne en détenant des droits d’accès en cours de validité. Aussi, la modification, la reproduction et/ou la diffusion via Internet ou le Web, intranet, extranet ou toute autre forme numérique ou imprimée, de tout ou partie des contenus téléchargés sont interdites. Une tolérance est consentie quant à la reproduction d’extraits limités de ces contenus, dans le cadre de travaux ou d’activités auxquels ils sont utiles, à la condition que l’origine de ces reproductions partielles soit mentionnée de façon lisible et sans ambiguïté. Figureront en particulier : la REE (ou toute autre revue accessible sur le portail) en tant que la source, la référence de la publication et le nom de l’auteur (s'il figure dans la revue).

Ces dispositions s’appliquent également aux figures, illustrations, logos ou images.

Publication externe des contenus du portail des publications

Tout extrait des contenus du portail destiné à être utilisé dans des publicités, des communiqués de presse ou du matériel de promotion nécessite un accord préalable écrit de la SEE. Une version préliminaire du document proposé contenant ces extraits doit accompagner chacune de ces demandes. SEE se réserve le droit de refuser un tel usage externe pour quelque raison que ce soit.

Responsabilités

La SEE apporte tout le soin possible à la préparation des informations délivrées dans les contenus produits. Cependant elle ne peut être tenue pour responsable d’aucune perte ou frais qui pourrait résulter d’imprécisions, d’inexactitudes, d’erreurs ou de possibles omissions portant sur des informations publiées, ni des résultats obtenus par l’utilisation et la pratique des informations délivrées.

Utilisation des informations recueillies lors du téléchargement de contenu

Le portail des publications est susceptible d’utiliser des « cookies » afin notamment de permettre l’utilisation de paniers d’achat et de personnaliser les parcours sur le site. SEE se réserve la possibilité d’utiliser les informations recueillies lors des téléchargements pour ses besoins internes et notamment pour l’amélioration de ses services, sans qu’elles puissent être cédées à des partenaires commerciaux. Conformément à la loi "informatique et libertés" du 6 janvier 1978, chaque utilisateur du portail dispose d’un droit d’accès et de rectification aux informations qui le concernent. Pour exercer ce droit, les utilisateurs doivent s’adresser à SEE – 17 rue de l’amiral Hamelin – 75783 Paris Cedex 16, par simple lettre ou en utilisant le formulaire de contact.
Electrical Power Generation & Start Solutions for the Falcon 5X Program François BIAIS (1), Francis DELHASSE (1), Pascal THALIN (1) (1) : THALES AES, 41 boulevard de la République, BP 53, 78401 Chatou Cedex, France {francois.biais ; francis.delhasse ; pascal.thalin}@fr.thalesgroup.com Abstract Based on its experience on AC power generation and motor control, Thales has worked for 20 years on electric starting of aircraft engines using conventional brushless 3-stage variable frequency AC generators. Successive demonstrations and prototype testing addressed the challenges of this major evolution of AC generators and enabled Thales to develop a complete generation and start solution for the More Electric Aircraft and the new Falcon 5X business jet. The Falcon 5X Thales TopStart™ shipset includes air-cooled 115 VAC starter generators associated with power electronics capable of starting the aircraft engine from the 115 VAC bus and the APU from the battery bus. Introduction In More Electric Aircraft (MEA) conventional starting of the engines tends to be replaced by electric starting provided by AC generators thanks to their capability to operate in AC synchronous motor mode. Moreover the use of high power AC generators makes it possible to deliver the required torque during engine start even in worst conditions. Thales has been working on the development of these AC electrical start solutions for 20 years now : back in 1995 for the first time a Roll-Royce Allison turboprop engine was started by a Thales AC generator. This paper presents the Thales power generation and start solution selected on the Falcon 5X, achievement made possible by know-how acquired over a long span of time. Background Electric start of engines is widely used based on 28 VDC machines : thousands of Thales DC starter generators and DC starters are mounted on business jet engines, commuter aircraft engines and APU turbines on large transport aircraft. Years ago the interest in electric start based on a conventional brushless 3-stage AC generator appeared with the advent of variable frequency AC generators directly driven by the engine accessory gearbox and performance enhancement of power converters. Back then, based on experience with both AC power generation and motor control (“autosynchronous” motor control), Thales set up a test to validate the feasibility of electric start. The first electric engine start was successfully demonstrated in 1995 by Thales thanks to a modified off-the-shelf 115 VAC, 30 kVA, 12000RPM generator. This proved the capability of an AC generator to start an engine. The generator modifications
incorporated the two main sub-assemblies required for operation in motor mode: firstly the exciter stage was modified so that when supplied by an AC current and operated as a transformer it could provide the main field with the machine at standstill; secondly a rotor position sensor was installed to enable synchronous control of the motor [1]. A converter supplied the single phase exciter stage at constant frequency and the 3-phase main stage at variable frequency in synchronous mode. After this demonstration, a further improvement was addressed when later a high power Variable Frequency Starter Generator was developed [3]: this prototype called “MEGEVE” was rated at 200kVA/230VAC with a speed range of 7600-16000RPM in generating mode and a starting torque of 300Nm in motoring mode. The main exciter of this machine was designed so as to provide the main field in both starting mode (exciter operating as a transformer when supplied by AC current) and generating mode (exciter operating in generator mode when excited by DC current). The thermal behavior of this oil-cooled starter generator during the starting phase was deeply studied and measured during tests so as to validate this operation mode, with particular focus on rotating diodes with reduced oil flow rates (fig 1). Fig. 1: temperature (°C) vs time (sec) during 2 consecutive start sequences on the 200kVA MEGEVE starter generator (red curve = rotating diode bridge temperature, other curves = exciter windings) In addition to these 3-stage AC starter generator developments and within the European Power Optimized Aircraft (POA) program an engine-embedded 150kW/350Nm Permanent Magnet Starter Generator was developed, built and fully tested on a Rolls-Royce engine in 2008 [2]. Notwithstanding integration challenges of such a PM machine in harsh environment, both starting and generating operations were successfully validated. Fig. 2: POA embedded starter generator: view of the stator before installation within the engine (at HP shaft level) In-depth experience gathered during these developments provided Thales with the level of maturity required to propose an AC starter generator and power converter solution on a fresh aircraft program based on the fact that numerous challenges had already been addressed: - optimization of the double operation of the exciter (DC and AC modes) - machine cooling during the start phase - capability to deliver high start torque and meet AC power quality requirements in generating mode - optimization of the power ratings of both main and exciter converters A complete air-cooled generation and start solution was therefore proposed for the new Falcon 5X business jet program bringing yet new challenges in mechanical and electrical integration. Power generation and start solution for the Falcon 5X Thales was selected to provide the electrical starter generator and power conversion solution for the Dassault Aviation’s latest Falcon 5X business jet. This ground-breaking aircraft incorporates many novel innovations including a Thales-built and optimized system for the conversion and generation of electrical power called TopStart™ which includes AC starter generators, digital Generator Control, Start Box, Start Power and Transformer Rectifier Units. This is the first time that Dassault Aviation has chosen a brushless variable frequency AC starter generator on any of its business jet programs. The combination of the electrical engine or Auxiliary Power Unit (APU) starting and power generation functions in a single unit leads to the best trade-off between weight, size and power compared to any other aircraft in the same category. The extensive use of electrical power in this new business jet represents a significant move towards more environment friendly aircraft and will significantly reduce the total cost of ownership. The Thales TopStart™ shipset for the new Dassault Falcon leverages new technologies to meet power requirements of a business aircraft with the highest levels of comfort and performance as well as the ability to start latest-generation engines which are designed to consume less fuel and produce less pollution. Falcon 5X starter generator The functions provided on the Falcon 5X by the starter generators (fig. 3) are as follows: - Electrically start the Snecma Silvercrest turbofan engines and the APU turbine - Generate main electrical power for the variable frequency aircraft network - Rated 115VAC voltage for generator outputs - Air-cooled machine Fig. 3: Falcon 5X air-cooled engine starter generator AC starter generators are 3-stage, brushless, synchronous machines. The rotor comprises the main rotor stage, the exciter stage and the Permanent Magnet Generator (PMG). Falcon 5X Start Box Unit / Start Power Unit The power electronics behind the Start Box and Start Power Units (fig. 4) include the Motor Control Unit (MCU) delivering start power under 115VAC to the starter generator stator windings for engine or APU start. The APU is started using 24VDC battery power supplied to the built-in DC/DC boost converter connected to the MCU. The MCU input rectifier stage also allows operation under 115VAC derived from either the AC starter generator or the Ground Power Unit. Input and output EMI filters ensure performance in line with stringent power quality levels. Inrush current limiters along with the APU and engine exciter start relays allow operation under smooth conditions. Digital control featuring acceleration and torque control loops provide optimized start performance. Using forced air cooling the power electronics are able to operate over a broad range of ambient temperature (from -55°C up to +70°C). Fig. 4: Falcon 5X Start Box and Start Power Units Conclusions Using state-of-the-art technology developed through years of experience and continuous development, Thales is a major player in designing high quality AC starter generators for all types of aircraft. Thales has a proven track record in electrical systems and proposes a wide range of electrical starter, generator and converter technologies currently in service on board various types of large-capacity transport aircraft, regional transport aircraft, business jets and helicopters. The solution proposed on the Falcon 5X draws from this longstanding know-how meeting high customer expectations with regards to performance, availability, comfort and reliability whilst supporting greener and sustainable air transport solutions paving the way towards the More Electrical Aircraft. The Thales TopStart™ for the new Falcon 5X business jet benefits from optimizations reached during various concept development and demonstration stages over the past two decades addressing the challenges of electric engine starting via AC starter generators supplied by on board power electronics. References 1 H. Devred, JP. Besnard, M. Martinez “AC starting demonstration with Allison AE2100 Turboprop Engine”, SAE, 1997 2 F. Delhasse, M. Martinez “Starter Generator embedded in an aircraft engine, AAAF, 2004 3 F. Delhasse, F. Blais “High Power Starter Generators for Airliners”, AAAF, 2006

https://www.see.asso.fr/en/node/19000/landing